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Operating Instructions 

Extension hosepack





4,047,376

4,047,377

4,047,378

4,047,379

4,047,510

4,047,377,001

Extension hosepack gas-cooled Standard - UD 10m 

Extension hosepack water-cooled Standard - UD 10m 

Extension hosepack gas-cooled - JM 10m 

Extension hosepack water-cooled - JM 10m 
Extension hosepack water-cooled - 1,5m - ohne Steuerl.           
Extension hosepack water-cooled E - UD 10m

Volt- Class L

Gas
Argon

DIN32526/1

TTG

X (10min/40°C)

X (10min/40°C)

35% / 220A
15% / - 

60% / 170A

100% / 130A

15% / -
35% / 180A
60% / 130A

100% / 100A

AC (DIN 32526)

DC (DIN 32526)

Tmax -

Qmin -

p min -

pmax -

Ø
-

-

10m / 32,8 ft.

-

DE: Wassergekühlt / EN-US: Water-cooled 

DE: Gasgekühlt / EN-US: Gas-cooled

DE: Einschaltdauer / EN-US: Duty cycleX

- Kg

L

Argon

DIN32526/1

TTW

35% / -
15% / -

60% / 500A

100% / 400A

15% / -
35% / -

60% / 400A

100% / 300A

-

-

10m / 32,8 ft.

-

- Kg

60°C / 140°F

1L /.26gal.

3 bar / 43.5psi

5,5bar / 79.7psi
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