
Fronius Galvo 208-240 - Quick Installation

Incorrect operation and work performed incorrectly can cause serious injury and damage to property. 
Only qualified staff are authorized to install your inverter and only within the scope of the respective 
technical regulations. 
Do not start operation or carry out any installation or maintenance work until you have read the "Safety" 
chapter in the installation manual of this inverter.
For further details see the installation manual of this inverter.

The inverter comes with a GFDI fuse for negatively grounded solar modules as standard.
CAUTION when using ungrounded or positive grounded solar modules.
Remove the GFDI fuse according to the installation manual!
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Remove metall knockout-parts 
fallen into the connection area 
before hanging the inverter to 
the wall bracket!
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NO NEMA 
ENCLOSURE TYPE

1

2

Al / St
0.2 - 0.3 in. 
(6 - 8 mm)

min. 2x
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*   Setups:
240N
240
208N
208
220N
220

AC ~

AC ~

OFF

2

3

> 10 in. (250 mm)

0.6 in. 
(15 mm)

> 8 in. (200 mm)

GND
L1
N

L2
GND

6

5x

wire loop 
min. 4 in. 
(101.6 mm)

*   main grounding terminal
**  grounding terminals, e.g. for grounding electrode, 
     PV frame grounding

***

15.93 lb-in
1.33 ft. lb.
1.8 Nm
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DC = 1
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                          2x
15.93 lb-in  / 1.33 ft. lb /  1.8 Nm
     

wire loop 
min. 4 in. 
(101.6 mm)

1

DC = (-)

DC = (+)
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1

2 1

DC = (+)DC = (-)
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11

DC = (-)
DC = (+)

+ / -

UDC max

550 V0 - 6561 ft.
(0 - 2000 m)

> 8202 - 9842 ft.
(> 2500 - 3000 m)
> 6561 - 8202 ft.
(> 2000 - 2500 m)

> 9842 - 11482 ft.
(> 3000 - 3500 m)

ft. (m)

540 V

480 V

430 V

+ / -

UDC max

550 V0 - 6561 ft.
(0 - 2000 m)

> 8202 - 9842 ft.
(> 2500 - 3000 m)
> 6561 - 8202 ft.
(> 2000 - 2500 m)

> 9842 - 11482 ft.
(> 3000 - 3500 m)

ft. (m)

540 V

480 V

430 V
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2 x TX25

5

22.13 lb-in / 1.84 ft. lb. / 2.5 Nm
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1

2
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4
22.13 lb-in
1.84 ft. lb.
2.5 Nm
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AC =
ON
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6261

17

inst.
EX
V0.0.03
0x0001

new
240N
V0.0.01
0x0001

Country

CONFIG

*
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